4G Network Radio

GPS function ICCID Login  Dual Nano SIM
SOS alert TX Gain level One key mute

Specification

SC-77a

General Receiver
Working voltage 3.7V B1:2110-2170MHz
Operation system RTOS \TE FDD B3:1805-1880MHz
Language English B5:869-894MHz
Antenna External antenna B8:925-960MHz
CPU ASR1606 B34:2010-2025MHz
Display size 1.77 inch color screen B39:1880-1920MHz
Rx sensibili -106dbm LTETDD B38:2570-2620MHz
Max. Tx power 23dBm+2dBm@Alupbts B40:2300-2400MHz
Working temperature -20~+60°C B41:2535-2675MHz
Storage temperature -20~+60°C
Audio output power 2W@10% distortion Battery and Port
Battery capacity 3000mAh
Transmitter Charger Adapter
B1:1920-1980MHz USB port Type-C
B3:1710-1785MHz Earphone K-type
LTE FDD B5:824-849MHz Charging way Type-C cable
B8:880-915MHz
B34:2010-2025MHz Volume
el i Dimensi [ 116¢54.6x35.1mm
LTETDD B36:2510-2620MHz Weight | 2099 Including battery
B40:2300-2400MHz
B41:2535-2675MHz
Standard Accessories
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Battery Desktop Charger Antenna Adapter Type-C cable Belt clip
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